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PAINTED WHITE

150 x 150 H4 BOLLARD PAINTED WHITE
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DUMPING POINT. REFER TO DETAIL 1 OR DETAIL 2, SHEET 04.

NON POTABLE WATER SUPPLY

350 x 350 CONCRETE PAD

WASTEWATER PIPE. ROUTE TO SUIT LOCATION OF

CONNECTION POINT WITH THE LOCAL AUTHORITY

WASTEWATER MAIN OR TO DUMP STATION STORAGE TANK.

WATER SUPPLY. ROUTE TO SUIT LOCATION OF CONNECTION

POINT WITH THE LOCAL AUTHORITY WATER MAIN.

THE LOCAL AUTHORITY MAY REQUIRE A BACKFLOW

PREVENTION DEVICE BETWEEN THE SUPPLY MAIN AND

POTABLE WATER TAP (E.G. RPZ OR DOUBLE CHECK VALVE)

RPZ BACKFLOW PREVENTER. (IF REQUIRED BY THE

LOCAL AUTHORITY). REFER TO DETAIL 4, SHEET 05.

1000 LONG x 500 WIDE x 150 THICK

CONCRETE PAD

DUMPING POINT. REFER TO DETAIL 1 OR DETAIL 2, SHEET 04.

EXISTING GROUND LEVEL

POTABLE WATER SUPPLY.

REFER TO DETAIL 3, SHEET 05.
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NON POTABLE WATER SUPPLY
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TAP (OPTIONAL). REFER TO DETAIL 3, SHEET 05.

NON POTABLE WATER SUPPLY

RODDING POINT

RODDING POINT

WASTEWATER PIPE ROUTE TO SUIT LOCATION OF CONNECTION POINT WITH THE

LOCAL AUTHORITY WASTEWATER MAIN OR TO DUMP STATION STORAGE TANK.

WATER SUPPLY. ROUTE TO SUIT LOCATION OF

CONNECTION POINT WITH THE LOCAL AUTHORITY WATER

MAIN. THE LOCAL AUTHORITY MAY REQUIRE A BACKFLOW

PREVENTION DEVICE BETWEEN THE SUPPLY MAIN AND

POTABLE WATER TAP ( E.G. RPZ OR DOUBLE CHECK VALVE)

RPZ BACKFLOW PREVENTER. (IF REQUIRED BY THE

LOCAL AUTHORITY). REFER TO DETAIL 4, SHEET 05.
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DUMPING POINT. REFER TO DETAIL 1 OR DETAIL 2, SHEET 04.
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NON-POTABLE WATER SUPPLY

MOUNTABLE KERB

RPZ BACKFLOW PREVENTER. (IF REQUIRED BY THE LOCAL AUTHORITY).

REFER TO DETAIL 4, SHEET 05.

4000 MINIMUM

200

DUMPING POINT. REFER TO DETAIL 1 OR 2, SHEET 04.

POTABLE WATER SUPPLY AND POST (OPTIONAL).

REFER TO DETAIL 3, SHEET 05.

DUMPING POINT. REFER TO DETAIL 1 OR 2, SHEET 04.

RPZ BACKFLOW PREVENTER

MOUNTABLE KERB. REFER TO SECTION F, SHEET 05.
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WASTEWATER PIPE, ROUTE TO SUIT LOCATION OF CONNECTION POINT WITH THE

LOCAL AUTHORITY WASTEWATER MAIN OR TO DUMP STORAGE STATION TANK.

YARD SUMP LOCATED AT LOW POINT OF KERB AND CHANNEL

STORMWATER SUMP LEAD TO DRAIN TO APPROVED LOCAL

AUTHORITY STORMWATER NETWORK OR SOAKAGE SYSTEM.

WATER SUPPLY. ROUTE TO SUIT LOCATION OF CONNECTION POINT WITH

THE LOCAL AUTHORITY WATER MAIN. THE LOCAL AUTHORITY MAY

REQUIRE A BACKFLOW PREVENTION DEVICE BETWEEN THE SUPPLY MAIN

AND POTABLE WATER TAP (E.G. RPZ OR DOUBLE CHECK VALVE)
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DETAIL 3: POTABLE WATER SUPPLY AND POST
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150 X 150 H4 TIMBER BOLLARD (PAINTED WHITE)

EXISTING GROUND LEVEL
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350

POTABLE WATER SIGN AFFIXED TO BOLLARD (BACK TO BACK)

1000 LONG x 500 WIDE x

150 THICK CONCRETE PAD

THREADED FITTINGS TO ENABLE REMOVAL

OF BACK FLOW PREVENTER AND VALVES

APPROVED REDUCED PRESSURE ZONE

BACK FLOW PREVENTER WITH ISOLATION

VALVES BOTH ENDS

Y STRAINER

CABINET AS APPROVED BY THE LOCAL AUTHORITY.

MATERIAL TO BE ABS, PLASTIC OR STAINLESS STEEL.

FIX AS PER MANUFACTURERS INSTRUCTIONS.

PVC SLEEVE TO SUIT

WATER SUPPLY PIPE, 20 mm ID

FLOW

SCALE: 1:10 (A1) 1:20 (A3)

DETAIL 4: RPZ BACKFLOW PREVENTION DETAIL (IF REQUIRED)

3
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.

NOTE:

THIS DETAIL IS PROVIDED FOR INSTALLATIONS WHERE THE LOCAL AUTHORITY

REQUIRES A RPZ BACKFLOW PREVENTION DEVICE. THE LOCAL AUTHORITY MAY

REQUIRE BACKFLOW PREVENTION DEVICES TO PROTECT AGAINST ACCIDENTAL

CONTAMINATION FROM THE NON POTABLE AND/OR THE POTABLE WATER TAPS.

REQUIREMENT FOR BACKFLOW  PREVENTION IS TO BE CONFIRMED WITH THE

LOCAL AUTHORITY PRIOR TO CONSTRUCTION.
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